
AC80
Infrared Laser Rangefinding Module for BOLT Series

ITEM NUMBER: IRAY-AC80

MAP: $799

UPC: 850048751132

WEIGHT: 6.5 oz

MATERIAL: 6061 Aluminum Alloy

DETECTION RANGE: 1,200 Yards

MOUNTING INTERFACE: 30mm Clamp Mount

COMPATIBILITY: BOLT Series

Learn more and download 

the instruction sheet for 

this product.

REGISTRATION: irayusa.com/register

WARRANTY: irayusa.com/warranty

SUPPORT/SERVICE: irayusa.com/support

NOTE: These products may be subject to export and foreign trade control 

laws of the United States and may not be exported without prior approval of 

the U.S. Department of State. Learn more at irayusa.com/ITAR. The images 

shown are for illustrative purposes only and may vary in real world usage. 

Specifications are subject to change without notice. For the most up-to-date 

specs, go to irayusa.com. Not responsible for typographical errors.
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The InfiRay Outdoor ILR-1200-1 Infrared Laser Rangefinding Module seamlessly integrates with 

BOLT V2 and BOLT SE Series thermal rifle scopes through a wireless connection. This advanced 

module eliminates the need for guesswork in range estimation, offering precise results day or 

night. With a range accuracy of +/- 1 yard out to 1,200 yards*, the ILR-1200-1 overlays these results 

on the display of a connected BOLT Series rifle scope.

Featuring a compact and ultra-lightweight aluminum housing, the module is securely mounted with 

an intuitive QD (Quick Detach) 30mm clamp mount ensuring ease of use, even when wearing 

gloves. Elevate your range estimation capabilities with the InfiRay Outdoor ILR-1200-1, enhancing 

the performance of your BOLT Series thermal rifle scope.
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CAUTION
THIS PRODUCT IS A CLASS 3R LASER PRODUCT

Use of controls or adjustments or 

performance of procedures other 

than those specified herein may result 

in hazardous radiation exposure. 

VISIBLE AND INVISIBLE LASER RADIATION

AVOID DIRECT EYE EXPOSURE

CLASS 3R LASER PRODUCT

        640nm: 4.5mW CW

         905nm 1.8µJ 33nSec 48hz

         EN/IEC 60825-1 2014

*Range performance depends on the target being measured and environmental conditions. �

AC80 P R O D U C T  S P E C I F I C AT I O N S

ILR-1200-1 LASER RANGEFINDER


