
THERMAL
IMAGING

THERMAL IMAGING RIFLESCOPE

TECHNICAL SPECIFICATIONS
SKUs PL76566U PL76563U
Microbolometer resolution (pixels) 384x288 640x480
Display resolution (pixels) 1024x768 1024x768
Sensor NETD, (mK) <25 <40
Pixel pitch (µm) 17 12
Frame rate (Hz) 50 50
Display type AMOLED AMOLED
Magnification (x) 2.5-10 2-16
Field of view (100 yards) 20x15 24x18
Objective lens 35/1.0 35/1.0
Detector type Uncooled Uncooled
Detection range (yds) 1476 1913
Battery type APS-5T B Pack(Li-ion) APS-5T B Pack(Li-ion)
Battery life (hrs) 9 7
Dimensions (in) 12.9 x 2.2 x 2.6 12.9 x 2.2 x 2.6
Weight (oz) 24.69 24.69
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Talion XQ35 Pro Talion XG35

TALION
XQ35 PRO & XG35

FEATURES
• Multi-point prism mount for            

exact positioning on a rifle
• Precision aiming in “Picture-in-

picture” mode
• 9+ hours of work on a single charge
• Wi-Fi integration with iOS & Android 

devices. Stream Vision 2 application.
• Focus adjustment with tactile marker 

set for nighttime shots
• Lightweight and rugged magnesium 

alloy housing
• 3 sensitivity amplification levels
• Variable magnification
• Photo and video recording
• All control elements in direct access.
• Waterproof IPX7 housing
• High caliber recoil resistance:              

12 gauge, 9.3x64, .375H&H
• 5 shooting profiles / 50 zeroing distances
• 10 reticle shapes in 9 color modes
• Rapid extraction battery mechanism
• A selection of 8 color palettes

SEE THE
INVISIBLE.


